APPENDIX N

TECHNICAL REPORT ON
STUDY SCHEDULES

BP CHERRY POINT COGENERATION PROJECT

(REVISED)

Prepared ferby:

BP West Coast Products, LLC

June;2002April 2003 013-1421 |



June;26062April 2003 i 013-1421

TABLE OF CONTENTS Page No.
1. STUDY SCHEDULES 1

+1+—CUETURAL RESOURCESSURVEY ——————————————————————————————1

1.13:3 GEOTECHNICAL INVESTIGATION 1




June;26062April 2003 1 013-1421

1. STUDY SCHEDULES

All environmental studies required to finalize this Application for Site Certification are

complete, with the exception of a enltaral reseureessurvey-and-a-geotechnical

investigation of the Cogeneration Project site as described below.

1.3-1 GEOTECHNICAL INVESTIGATION

During detailed design of the Cogeneration Project, BP will commission a geotechnical
investigation to provide input into the design and configuration of foundations and
seismic design requirements for proposed buildings and structures. Based on the review
of available geological information and borehole logs conducted to date, the surface
geologic conditions at the site are primarily quaternary glacial and nonglacial
unconsolidated sediments. These unconsolidated sediments were formed over the last
20,000 years during glacial episodes.

The topography of the proposed Cogeneration Project site is relatively flat and uniform,
with existing slopes ranging from only 0.5% to 1%. Because of the flat topography, no
significant topographic modifications will be required to prepare the site. No unique
physical features are present in the vicinity of the proposed Cogeneration Project site.
The site and surrounding areas are typical of areas found throughout western Whatcom
County.

Furthermore, there are no known faults within the immediate vicinity of the proposed
Cogeneration site, and therefore, risk of potential earthquakes is considered minor. All
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of western Washington, including the proposed Cogeneration Project site, and Oregon lie
in Seismic Zone 3 of the 1997 Uniform Building Code (UBC). The potential for
amplification of earthquake ground shaking depends on the specific soil types at the
proposed site.

As indicated above, further geotechnical investigations will be conducted during detailed
engineering of the Cogeneration Project to provide input into the foundation and
structural design requirements of the project. If the results of the geotechnical
investigations confirm the presence of soft soils with low average shear wave velocity
beneath the Cogeneration Project site, then additional analysis will be completed to
determine any special design features needed to mitigate the potential for damage from
seismic events.



